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Add-on Options

HDD Bays             36 x 3.5"" hot-swap SAS/SATA drive bay with 
                              SES3 Op onal 2 x 2.5"" hot-swap drive bay

Peripheral Drives  Op onal 2 x 3.5"" internal fixed drive bay, 
                               Op onal 4 x 2.5"" internal fixed drive bay

Integrated Onboard

7 x 80mm high-performance fan(s)

Intel, the Intel logo,the Intel Inside logo,Xeon,and Intel Xeon Phi are trademarks of intel Corpora on in the U.S and/Or other Countries

2nd Gen Intel® Xeon® Scalable Processors and Intel® Xeon® Scalable Processors, 
Dual Socket LGA-3647 (Socket P) supported, CPU TDP support Up to 140W TDP, 
2 UPI up to 10.4 GT/s
Intel® C621
Up to 2TB 3DS ECC RDIMM, DDR4-2933MHz; Up to 2TB 3DS ECC LRDIMM, 
DDR4-2933MHz, in 8 DIMM slots 
2 PCI-E 3.0 x16,3 PCI-E 3.0 x8,1 PCI-E 3.0 x4 (in x8 slot)2 PCI-E 3.0 x16,3 PCI-E 3.0 x8,1 PCI-E 3.0 x4 (in x8 slot)
M.2 Interface: 1 SATA/PCI-E 3.0 x4, Form Factor: 2260, 2280, Key: M-Key
1 VGA port
Intel® C621 controller for 10 SATA3 (6 Gbps) ports; RAID 0,1,5,10
Dual LAN with 1GbE with Intel® X722  Marvell 88E1512
36 x 3.5" hot-swap SAS/SATA drive bay with SES3, Op onal 2 x 2.5" hot-swap drive bay
7 x 80mm high-performance fan(s)
1200W/1000W Ti1200W/1000W Titanium Power Supply W/PMbus W76xL336xH40mm

Chipset

DS400TR-436RL

             4U Rackmount

Dimensions                Height :7"" (178 mm), 
                                    Width : 17.2"" (437 mm) , 
                                    Depth : 27.5"" (6  mm)

1200W/1000W Titanium Power Supply W/PMbus 
W76xL336xH40mm

Raid Card:                         Op onal

Op cal Drive:                  Op onal

SATA                            Intel® C621 controller for 10 SATA3 (6 Gbps)
                                     ports; RAID 0,1,5,10

LAN                            2 RJ45 Gigabit Ethernet LAN ports

2 PCI-E 3.0 x16,3 PCI-E 3.0 x8,1 PCI-E 
3.0 x4 (in x8 slot)
M.2 Interface: 1 SATA/PCI-E 3.0 x4, 
Form Factor: 2260, 2280, Key: M-Key

Up to 2TB 3DS ECC RDIMM, DDR4-2 33MHz; 
Up to 2TB 3DS ECC LRDIMM, DDR4-2 33MHz,
 in 8 DIMM slots 

Intel® C621

2nd Gen Intel® Xeon® Scalable Processors 
and Intel® Xeon® Scalable Processors, Dual 
Socket LGA-3647 (Socket P) supported, 
CPU TDP support Up to 140W TDP, 
2 UPI up to 10.4 GT/s


