
Add-on Options

HDD Bays

Integrated Onboard

LEDs                    2 Network Ac vity LEDs, HDD ac vity LED, 
                             Power Status LED, System Informa on LED

Bu ons              Power On/Off, System Reset Bu on

Intel, the Intel logo,the Intel Inside logo,Xeon,and Intel Xeon Phi are trademarks of intel Corpora on in the U.S and/Or other Countries

Intel® Xeon®  E-2300 Processor, 10th Genera on Intel® Pen um® Processor, 
Single Socket LGA-1200 (Socket H5) supported, CPU supports Up to 95W TDP,Up to 8 cores
Intel® C252
Up to 128GB Unbuffered ECC UDIMM, DDR4-3200MHz, in 4 DIMM slots
1 PCI-E 4.0 x8, 1 PCI-E 4.0 x8 (in x16 slot), 1 PCI-E 4.0 x4 (in x8 slot)1 PCI-E 3.0 x2 (in x4 slot), 
M.2 Interface: 1 PCI-E 3.0 x4
M.2 M.2 Form Factor: 2280/22110, M.2 Key: M-Key
Dual LAN with 1GbE with Intel® I210
Intel® C252 controller for 6 SATA3 (6 Gbps) ports; RAID 0,1,5,10
1 VGA D-Sub Connector port
2 SuperDOM with built-in power
5x USB 3.2 Gen1 (2 rear, 1 Type-A, 2 via header), 4x USB 2.0 (2 rear, 2 via headers)
4 x 3.5" hot-swap SAS/SATA
4 x 40x28mm PWM 4 x 40x28mm PWM fan(s)
350W Mul -output power supply Pla num level
 Op onal : 400W Redundant Power Supply

Chipset

 SSI10E3R-14

    1U Rackmount

Dimensions:        Height : 1.7"" (43 mm)
                              Width : 17.2"" (437 mm) , 
                              Depth :19.85"" (503 mm)

Tyrone

4 x 40x28mm PWM fan(s)

350W Mul -output power supply Pla num level
Op onal : 400W Redundant Power Supply

     4 x 3.5" hot-swap SAS/SATA

Peripheral Bay      Op onal 1 x Slim DVD-ROM Drive,  
                                Op onal 1 x USB  COM port tray

Raid Card                         Op onal

Op cal Drive                   Op onal

SATA                                Intel® C252 controller for 6 SATA3 (6 Gbps) 
                                          ports; RAID 0,1,5,10
Network Connec vity   Dual LAN with 1GbE with Intel® I210
LAN                                   2 1GbE LAN ports

1 PCI-E 4.0 x8, 1 PCI-E 4.0 x8 (in x16 slot), 
1 PCI-E 4.0 x4 (in x8 slot)1 PCI-E 3.0 x2 
(in x4 slot), M.2 Interface: 1 PCI-E 3.0 x4
M.2 Form Factor: 2280/22110,
 M.2 Key: M-Key

Up to 128GB Unbuffered ECC UDIMM, 
DDR4-3200MHz, in 4 DIMM slots

Intel® C252

Intel® Xeon®  E-2300 Processor, 
10th Genera on Intel® Pen um® Processor, 
Single Socket LGA-1200 (Socket H5) 
supported, CPU supports Up to 95W TDP,
Up to 8 cores


